




PLANTING SOIL SPECIFICATIONS 
Soils shall consist of USDA sand to 
loamy sand classification and meet the 
following gradation:  sand 
85-85-88%, silt 8-12%, clay 0-2%, organic 
matter in the form of compost 3-5%.











 
 
 
 

 
 
 

 

Bioretention Areas (2):  Pre-treatment forebays shall be cleaned of sediment at 50% 
capacity and pre-treatment swales shall also be free of collected sediment.  Sediment 
to be disposed of in upland area, outside of any wetlands or wetland buffers.  
Standing water in practices for longer than 48 hours after storm event shall be 
reported to designer or investigated for potential clogging, and maintained as 
required.  Plantings within each bioretention area shall be in good condition or 
replaced.  Outlet/conveyances shall be free from erosion.  For specifications of each 
practice, see plans.  Dry Pond adjacent to the eastern bioretention area shall also 
dewater completely after storm events and outlets free of clogging and free of 
erosion, and maintained as necessary. 

Simple Disconnections:  All impervious areas shown hatched in red are those 
surfaces for which stormwater runoff must be disconnected, meaning 
uncollected or otherwise redistributed as sheet flow into vegetated areas of a 
specified flow length and slope. The areas receiving runoff from these surfaces 
must be vegetated for a minimum of 35 feet and at a slope of less than 8%, and 
shall remain well vegetated and free from erosion. If concentrated flow or 
erosion is observed in the disconnection locations surrounding the hatched 
surfaces, corrective action is necessary. 

Dry Swales (2) w/Dry Pond: Pre-
treatment swales shall be free of 
collected sediment.  Sediment to be 
disposed of in upland area, outside of 
any wetlands or wetland buffers.  Dry 
Swales (2) shall not have standing 
water for longer than 48 hours after 
storm event. Outlets/conveyances 
shall be free from erosion.  For 
specifications of each practice see 
plans.  Dry Pond shall also dewater 
completely after storm event and 
outlets free of clogging and free of 
erosion, and maintained as necessary. 

Active Reforestation Areas (3):  These 
areas, shaded in yellow, planted in 
accordance with notes specified in plans 
are restricted from disturbance and 
cutting, and are not to be landscaped, 
altered, or otherwise managed, aside 
from initial planting and establishment of 
required tree plantings. 

Catch Basins/Storm Drains:  The storm drains structures 
located in the roadways within the development are to be 
cleaned of sediment with vacuum truck when 50% of capacity 
in the structure is lost (half the distance to pipe outlet, 
generally at 1 foot of sediment depth). ANNOTATED MAINTENANCE PLAN 
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