
For additional information please go to the Vermont Stormwater Management Manual, Volume 1, Section 3 – Voluntary Stormwater Management Credits. 

Project Name:  Discharge Point:  

3.3 – Disconnection of Non-Rooftop Runoff Credit 

Fill out this worksheet for each discharge point drainage area in which you have disconnected all or a portion of your non-rooftop runoff. 

Line Disconnection of Non-Rooftop Runoff Credit Criteria: Response 

1 Has a typical disconnection detail been included on the site plans?    Yes    No* 

2 Is the disconnection on a slope less than or equal to 5%?    Yes    No* 

3 Is the maximum contributing length of non-rooftop 75 feet or less?    Yes    No* 

4 
Is the maximum contributing area less than 1000 square feet? 
Note: This criterion applies to collected, routed non-rooftop runoff. 

   Yes    N/A 

5 Is the length of the disconnection at least equal to the contributing length?    Yes    No* 

6 
Does the disconnected runoff drain either as sheet flow or into a subsurface drain that is 
not directly connected to the drainage network? 

   Yes    No* 

7 
Have disconnections located on HSG C or D soils been evaluated to determine if 
disconnection is appropriate? 

   Yes    N/A 

8 Does the disconnected non-rooftop runoff drain from a "hotspot" land use area?    N/A    No 

9 

*If No, please explain why below? 
 
 
 
 
 
 
 
Note: To be eligible for the credit all minimum criteria must be met. 
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