
For additional information please go to the Vermont Stormwater Management Manual, Volume 1, Section 3 – Voluntary Stormwater Management Credits. 

Project Name:  Discharge Point:  

3.4 – Stream Buffer Credit 

Fill out this worksheet for each discharge point in which use of this Voluntary Stormwater Management Credit is sought. 

Line Stream Buffer Credit Criteria: Response 

1 

Is the stream buffer width 50 feet as measured from the bank elevation of a stream 
(perpendicular to the stream flow path), the boundary of a wetland, or the top of bank of an 
existing dormant channel in a braided channel system? 

   Yes    No* 

2 Is the maximum contributing path from pervious surfaces 150 feet?    Yes    No* 

3 Is the maximum contributing path from impervious surfaces 75 feet?    Yes    No* 

4 
Is the average contributing overland slope to and across the stream buffer less than 
or equal to 5%? 

   Yes    No* 

5 Does the runoff enter the buffer as sheet flow (a level spreading device may be used)?    Yes    No* 

7 

Has a notation been included stating that the vegetation within the stream buffer shall 
remain in a natural condition, and the area shall remain ungraded and uncompacted for 
the duration of the applicable stormwater discharge authorization? 

   Yes    N/A 

8 
Has disconnected non-rooftop/rooftop runoff already been provided for the same 
impervious area (no double credit counting)? 

   N/A    No 

9 

*If No, please explain why below? 
 
 
 
 
 
 
 
Note: To be eligible for this credit all minimum criteria must be met. 
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