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Channel Protection Waiver 1 & 2 Eligibility (Separate Receiving Water Determination)

This form must be completed if either of the following channel protection Waivers are sought:

1. Expansions (or new impervious) less than or equal to one (1) acre of impervious cover.

2.  A site where the pre‐routed post development discharge is less than 2 cubic feet per second

Guidance

Based on the above, list the discharge points in your project that drain to each separate receiving water or separate receiving water 

ʺgroupingʺ( see example): 

Eligibility for these waivers is granted on a ʺper receiving waterʺ basis.  That is, a site may have multiple discharge points on the same 

receiving water; in some situations a site may even have discharge points located on two waters of the State that have different names, but 

which are tributaries to the same receiving water. In these situations, the impervious area or the flow rates must be summed for all of the 

discharge points draining to a particular receiving water as defined below.

Thus, the  first step in determining if these two waivers apply is to determine which discharge points are discharging to the same receiving 

waters.  Receiving waters that join will be only be considered separate if the drainage area at their downstream point of confluence is greater 

than 10 sq. mi. (see schematic below ʺCPv Waivers: Determining which receiving waters are separate ?ʺ)

Separate Receiving Water or Separate Group of Receiving Waters

example:  Trib A and Trib B flowing to Long Mountain River

Discharge Points Draining to the Receiving Water

example:  S/N 001, S/N 002 and S/N 003

Clear Mountain Brook

Long Mountain River

Tributary A

Tributary B

Site

Muddy Mountain Brook Site

CPv Waivers: Determining which receiving waters are “Separate”?

Drainage Area must 
equal 10 sq. mi. at this 
point in order for the 
receiving waters for 

runoff from the site to be 
considered “separate”
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Channel Protection Standard Waiver Form

If either waiver 1 or 2 is checked, you must attach the form ʺChannel Protection Waiver  #1  & 2  Eligibilityʺ

1. Expansions (or new impervious) less than or equal to one (1) acre of impervious cover.  ______(√)

2.  A site where the pre‐routed post development discharge is less than 2 cubic feet per second.  ______(√)

Guidance

Guidance

Site Area 

Draining to 

S/N (acres)

Drainage Area of 

Receiving Water 

at Discharge 

Point (ac)

Drainage Area of 

Receiving Water at 

Siteʹs Upstream 

Boundary (ac)

ʺDirectly dischargesʺ means that the runoff from your project does not reach any water of the State before discharging to the waterbody with > 

10 sq. mi.  If you have defined your discharge points correctly (see Schedule A ‐ guidance), as being the location where runoff from your site 

first contacts a water of the State, then you can proceed with identifying whether or not the drainage area of the waterbody at the point of 

discharge is greater than 10 sq. mi. However, if you are unclear about discharge point definition, refer to the schedule A guidance sheet and/or 

contact the Stormwater Section.

This waiver may be applied on a per discharge point basis (i.e. if discharge point S/N 001 drained directly to the Winooski River,  but 

discharge point S/N 002 drained to a small tributary of the Winooski River, then S/N 001 would be waived from the Channel Protection 

Standard, but S/ N 002 would not).  However, impervious area for discharge points draining to the same waterbody should be considered 

together when examining whether or not the site (draining to that waterbody) is less than 5% of the drainage area at the siteʹs upstream 

boundary.

Discharge 

Point(s)
Receiving Water

Enter the appropriate information below by discharge point or group of discharge points discharging to the waterbody with a drainage area 

greater than or equal to 10 sq. mi.

Please indicate which of the following waivers you are invoking for your project.  Only one waiver needs to be satisfied in order to waive a 

discharge point (or group of discharge points) from the channel protection standard.

example:  1.76  cfs

Receiving water (list discharge points in parentheses)

example:  Long Mountain River (S/N 001 ‐S/N 003)

Pre‐routed post development flow is the runoff from your site without ANY detention provided.  Site is equal to your disturbed area, so when 

examining whether or not your site qualifies for this waiver, you do not need to account for off‐site runoff. You must attach your runoff 

calculations/hydrologic modeling for the pre‐routed, post‐development site runoff for the 1‐year, 24‐hour storm.

Discharge Rate total (cfs)

Enter the total pre‐routed post development discharge rate to each separate receiving water (with discharge points that drain to that receiving 

water in parentheses ‐ see example)

Enter the amount of new/expanded impervious per separate receiving water (with discharge points that drain to that receiving water in 

parentheses ‐ see example)

New/Expanded Impervious (acres)

3. A site that directly discharges to a waterbody with a drainage area equal to or greater than 10 sq. mi. and that is less than 5% of the 

watershed area at the sites upstream boundary.  ______(√)

Receiving water (list discharge points in parentheses)

example : Long Mountain River (S/N 001 ‐S/N 003) example: 0.95 acres


