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3 ROWS OF HERBACEOUS 
VEGETATION (REFER TO NOTE) 

__ _J11.5

� 
POND BOTTOM=93.5 5' AQUA TIC BENCH 

(REFER TO NOTE) 

WET POND SECTION A-A 
NOT TO SCALE 

NOTE: AQUA TIC BENCH SHALL BE PLANTED l'f1TH 3 
ROWS OF HERBACEOUS VEGETATION ALONG ENTIRE 
PERIMETER OF THE WET POND. PLANTINGS SHALL BE 
ALTERNATE ROWS OF HARD STEMMED BULRUSH, 
NORTHERN ARROW-HEAD, AND MARSH SMARTWEED 
IN 1 QUART CONTAINERS AT 5' ON CENTER. PLANTS 
SHALL BE OBTAINED FROM VERMONT 
ARBOR-WETLAND CO. 

SF----SF---"<:---SF------

�"'��-
� 

\
-- :::::--....::� ""' \ -----.....::..� 10' l'f1D�VERFLOW SPILLWAY l'f1TH 

UGHT RIP-� (REFER TO DETAIL)

24' STONE OUTLET TRENCH 
(REFER TO DETAIL) 

----� 

RIP-RAP 
CHECK DAM 

(REFER TO DETAIL) 

DISTURBED SOILS ABOVE POND 
WSE OF 99.5 SHALL BE 

PLANTED WITH CONSERVATION 
SEED MIX. (REFER TO C-6 

FOR ADDITIONAL INFORMATION) 
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A 
WET POND 
BOTTOM-93.5
WSE=99.5

1 O' \\1DE OVERFLOW SPILLWAY 
WITH LIGHT RIP-RAP 

(REFER TO DETAIL) 

WET POND 

2' MIN 

WATER SURFACE ELEVATION 

4' MIN 

STONE OUTLET TRENCH SECTION 
NOT TO SCALE 
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. 4'. SOUD PVC. WITH 4" CAP AND 1 1/2") . . ..<./ DRILL.ED HO� ,,,. 
INV.=97.4 / )" / 

/ / . 9/ 
/ 

/ PASSIVE REFO?TION 
• � /

������'i/"'�
(R

�
E

�
FE

�
R

�
·

�

TO
�

N
�
O

.A,
....._�...>..,��--:.t�

-

-

TOP OF BERM 
�-------- 4" TOPSOIL, SEED AND MULCH 

12" OR AS SHOWN ON PLANS 

i------- 8' MIN.------� 
OR AS SHOWN AS PLANS 

OVERFLOW SPILLWAY SECTION 
NOT TO SCALE 

UGHT RIP-RAP 
(12" DEEP) 

UNDISTURBED 
NATIVE 
MATERIAL 
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PLANTING SOIL SPECIFICATIONS
Soils shall consist of USDA sand to 
loamy sand classification and meet 
the following gradation:  sand 
85-88%, silt 8-12%, clay 0-2%, and
organic matter in the form of
compost 3-5%.









Bioretention Stormwater Treatment System
Inspect for prolonged standing water after rain event, 
erosion, accumulated sediment, and ensure that plants 
are healthy.  Remove sediment and replace plants as 
necessary.  Outlet structure should be inspected, 

should not be in disrepair or clogged.

Bioretention Pre‐Treatment Forebay
Clean out when 50% full of sediment, 
or as necessary.  Inspect and repair 

any noted erosion.

Dry Swale with Pre‐Treatment 
Swale/Filter Strip

Inspect swale and channel for erosion,
accumulated sediment.  Inspection for 
prolonged standing water after rain 
event.  Outlet structure inspected, 

should not be in disrepair or clogged.

Wet Pond Stormwater 
Treatment System
Inspect for erosion, 

accumulated sediment, and 
ensure that plants along aquatic 
bench are healthy.  Remove 

sediment and replace plants as 
necessary.  Outlet structure 

should be inspected, should not 
be in disrepair or clogged.

Pre‐Treatment Forebay should
be cleaned of sediment when
50% full. Inspect and repair 

noted erosion.

Stormwater 
Disconnection 

Areas
Ensure these areas 
continue to receive 
only distributed 

flow (not 
channelized), and 
are free of erosion 
and vegetated.

Stormwater Catch Basin 
network should be 
inspected for sediment 
and cleaned out with vac‐
truck as needed.  
Sediment must not 
exceed half capacity 
below pipe inlet/outlet.
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